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Restoring HDD image 

To run MAN CATS software you will need: 

• PC with hard drive at least of 40Gb 

• Free PCMCIA slot. 

1 . Put DVD to the DVD ROM, then boot PC from it. 

2 . Run Acronis and restore TIB file from this DVD to the hard disk. WARNING: ALL DATA ON 
YOUR HARD DRIVE WILL BE DELETED!!! 
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During restore please select Universal Restore, otherwise after restore PC will not boot! 
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On systems with SATA hard drive at the end of restore window asking to install drivers appears, point it to 
SATADrivers folder on DVD. 



Setting up system drivers 



3 . To make changes to the system you should log on as MCDevTeam user, no password is required. If MAN 
CATS software is already running, log off and logon as MCDevTeam, or during Windows booting hold 
on Shift key pressed. 
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3.1. Logon as MCDevTeam user, install all missed drivers for your particular PC. Reboot PC if required. 

3.2. Insert wireless card from the set to free PCMCIA slot 




in Device manager go to "Network adapters" 




you should see 
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£ PCMCIA adapters 
■Jf Ports (COM & LPT) 
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"Symbol Spectrum24 WLAN PC Card" with yellow exclamation mark or "Symbol Spectrum23 WLAN PC Card". 

Right click on it, select "Update Driver..." 
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Properties 




select "Install from a list or specific location (Advanced)" 
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then "Don't search, I will choose the driver to install." 



Hardware Update Wizard 



Please choose your search and installation options. 



Search for the best driver in these locations. 

Use the check bones below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 

0Seai :<pv, CD-ROM...) 

I | Include tl ie search: 



D:\DocumentsandSettings\MCDevTeam\Desktop\ v | Bjowse 



Don't search. I will choose the driver to install.; 



Uhoose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 



then select "Symbol LA302x Spectrum24 Wireless LAN PCMCIA Card" 



Select Network Adapter 

Which network adapter do you want to install? 



Ulick the Network Adapter that matches your hardware., then click UK. If you have an 
installation disk for this component., click Have Disk. 



Show compatible hardware 



Network Adapter: 



} Symbol Spectrum24 WLAN PC Card 



( f Have Disk... J ) 



f\ This driver is not digitally signed! 

Tell me wh<, i is important 



<Back ][ Nent> ] [ Cancel 



Page 7 of 11 



answer "Continue Anyway" 



www.efichip.com 




QMy Documents 
5 My Computer 
" My Network Places 

5pectrum2^ 
jfe Network Connections 



My Documents 

Si 

My Computer 



Desktop 



3 O^ P» ^ 



W* J File name: 

My Network Files of type: 



v l 



s;Sla30nd5.sy_ 



~^1 




in 










Look jn: 

l2> 

My Recent 
Documents 

@ 

Desktop 
My Documents 

m 

My Computer 
My Network 


Spectrum24 


3 o e* c? eh- 










Filename: S Ia30nd5. sy s 
Files of type: 


-1 [ 
1 


Open 




Cancel 1 









The software you are installing for this hardware: 
Symbol LA302x Spectrum24 Wireless LAN PCMCIA Card 



has not passed Windows Logo testing to verify its compatibility 
with Windows XP. ( ; important. ] 

Continuing your installation of this software may impair 
or destabilize the correct operation of your system 
either immediately or in the future. Microsoft strongly 
recommends that you stop this installation now and 
contact the hardware vendor for software that has 
passed Windows Logo testing. 



| Continue Any way j | : STOP Installation 



When missed file dialog appears point it to folder Spectrum24 on the desktop. 
When "Spectrum24 Easy Setup" dialog appears just press Ok. 
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Spectrum 24 Easy Setup 



Before making a network connection, Windows needs to know your 
Extended Service Set Identifier (ESSID). 

Enter the ESSID given to you by your Wireless L^N administrator 
below: 



802.11 ESSID: 



( OK J) Cancel 



Advanced.. 



Help 



Press Finish, skip warning message, reboot your PC. 



Symbol LA302>: Spectrum24 Wireless LAN PCMCIA 
Card 




A driver (service) for this device has been disabled. An 
alternate driver may be providing this functionality. (Code 32) 



Click Finish to start a troubleshooter that can help you resolve 
the problem. 



<:. Back (| Finish f | Cancel 



After reboot yellow exclamation mark for "Symbol LA302x Spectrum24 Wireless LAN PCMCIA Card" in 
Device manager should go off. 

To finish wireless card setup, set IP address 192.168.0.1, subnet mask 255.255.255.0 for Wireless Network 
Connection. 



FWPIflWWIffllilWliHJH-H«l4 

General | Authentication | Advanced | 
Connect using: 
£±ji Symbol LA302x Speetrum24 Wireless I Configure... I 

This connection uses the following items: 



V J^QoS Packet Scheduler 
B yWLAN Transport 

lL 
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Properties 



■Description 

Transmission Control Protocol/Internet Protocol The default 
wide area network protocol that provides communication 
across diverse interconnected networks. 



p Show icon in notification area when connected 

W Notify me when this connection has limited or no connectivity 



C °k > 
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General 



You can get IP settings assigned automatically if your network supports 
this capability. Otherwise., you need to ask your network administrator for 
the appropriate IP settings. 



C Obtain an IP address automatically 








IP address: r 
Subnet mask: H, 
Default gateway: 








192 
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1 


255 


255 


255 . ay 















* Use the following DNS server addresses: 
Preferred DNS server: 
Alternate DNS server: 



J. 



3.3. To make cable connection to diagnostic interface working, set IP address 192.168.1.2, subnet mask 
255.255.255.0 for Local Area Connection. 

3.4. Reboot your PC. Now you can work with your diagnostic interface. 

4. Remove DVD then reboot your PC, Windows XP should boot, MAN CATS software will run automatically. 
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Setting up MAN CATS software 



You MUST enter MAC address of your interface (back labelled on device) in the software, otherwise link will not 
work! 




First pick up your MAN-cats II communication interface. 
The MAC address of your interface is stated on the model 



w enter the MAC address for your communication 




' II- ' El I I I 



ct MAC address? 



uu-5u-2B-0<MF-FF 




[00-5U-2B-OCUF-FF] 
Click the confirm button to acknowledge. 



-m 



-m 



CIF_SCREENS.A_24_3, A_27_3 



1 . Reboot your PC, MAN CATS software will run automatically. Press System icon from the right upper corner. 

2. Go to "System settings", then "Interface settings". Select "Configure interface" from the right panel. 

3. Enter MAC address of your device as it is labelled on its back side. Confirm it, then follow instructions to 
establish link to the interface. 

If you want to connect diagnostic interface via Ethernet cable, you should change interface to "Cable interface 
CO". To switch back to wireless connection, select "Radio interface WO". 
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Misc notes 

Windows password for MANcats user is MANCATS 
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